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Notes:

Existing reinforcement bars extending infc the concrete removal area shall
be cleaned, straightened and incorporated infc the new construction.  Any
reinforcement bars that are damaged during concrete removal shall be
replaced with an approaved bar splicer or onchorage system. Cost included
with Concrete Removal.

Existing reinforcement bars in the concrete removal area parallel fo the

expansion joints shall be removed.

Rsmeval and disposal of the existing expansion joints will not be paid for
separately, but shall be included with the cost of Concrete Removal.

The Coniraclor shall excercise exireme care with the existing conduils in
sections of the parapef to be removed and to protect and support the conduif.
The Contractor will be required to repair any damage done to the conduit to

the satisfaction of the Engineer. Na splicing will be allowed to any cabie

damage resuiting from this work, instead the Contractor will be required fo repair
the entire span of any domaged cable at no additional cost o the Department.

Existing noise wall fo remain. Care shall be taken not to damage the noise wall
auring porapet removal and reconstruction. Any damage to the noise walls shall
be repai at no additional cost fo the Department. If a noise wall connection
falls within the iimits of concrete removal, then the connection shall be removed
and reinstalled and noise wall temporally supported to the satisfaction of the
Engineer. Cost included in Concrete Removal.

Work this sheet with Expansion Joint Repairs sheef.
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NOISE ABATEMENT WALL
ATTACHMENT DETAIL

(East Parapst Only)
Locations to match existing and to be verified in the field.
Work fo be performed per Arf. 5 of the Std. Specs.
Cost included with Concrete Superstruciure
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